














TRACK SENSORS

Compatible with all the DS lap counter.
Wiring and connector for two completely assembled lanes included.

There is the option of a 2m. wire with connector for two lanes, without track
section, in this way you can adapt to any track.

Available for:

e SCALEXTRIC: 155 mm. straight.

e CARRERA EVOLUTION y EXCLUSIV: Standard straight.
¢ NINCO: 200 mm. straight.

DS offers the possibility of manufacturing special sizes according to the
costumer’s needs, apart from the mentioned above.

Ref. DS-0017
Sensor Kit for universal track, you can adapt to any kind
of track on the market, includes 2m. wire with connector.
It does not include track section. Directions for assembling
included.
Ref. DS-0098
- =
- : »
Led from Infrared bridge may be need |
to be replaced after continous use | ;'
during a long term (years), DS offer et l
you the possibility to replace them - =

without problems with the original
DS infrared Leds.

Ref. DS-0081
infrared only with 1 sensor lateral beam
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Ref. DS-0012
Ref. DS-0016
Ref. DS-0031
Ref. DS-0058









Electronic Racing Proaucts

“Just imagine... We did it!”



TRACK CONTROL BOXES

Ref. DS-0117

VOLTAGE REGULADOR

This electronic unit allows accurately adjust the voltage from 7,2 Volts to 19.99
Volts. It also allows to regulate the brakeforce with a lineal potentiometer.

Specifications:

¢ 4 mm banana female socket plugs for a easy DS controller or DS compact
box plug in.

e Small size.

e Especially designed for the DS connection boxes DS-0022, DS-0021 and DS-
0061.

¢ 4 mm banana plugs with Copper - Beryllium contacts in order to assure the
minimum waste in contact.

e The minimum unit feeding at 10 Volts and the maximum is 22 Volts.

* Voltage regulation through the high energetic efficacy STEP-DOWN switcher.
e Pre-established for 3 Amperes output current.

* Brakeforce potentiometer 10 Ohms and 5 Watts.

e 4 large red display units for a clear voltage view.

Used mainly in free voltaje race style like Rallyslot
and or to allow race with a new feature like a driver
handicap.



Ref. DS-0060

DRAGSTER BOX SET

Especial traffic light tree for Dragster races.

PR

SERIES
TECHNICAL DATA:

¢ Includes a "V wire (ref.DS-0018) to connect the two sensors needed.

e [t must be connected to the lap counter DS-200 PRO.

» Not compatible with control boxes “Stop & Go Box” (ref. DS-0021) or “PRO
Stop & Go Box” (ref- DS-0061).

You can have the total control of the track
and races with these boxes! They start the
race and stop the race all at once or when
crossing the finish line, etc, depending on
the programme of the lap counter.

They are valid for any kind of track on the
market.

) DRAGSTER BOX

Do not use power over 20V. and 5A.

THE EASIEST WAY TO CONNECT
CONTROLLERS AND POWER SUPPLIERS
TO ANY TRACK!

To DS-200 PRO lap counter

Ref. DS-0022

INTERNATIONAL BOX

Box for the quick and easy connection of controllers and power suppliers.

TECHNICAL DATA:

e Controller connection is made by means of the international system of 3
coloured bananas. The easiest and standard way.

» These boxes are valid for any kind of controller existing on the market (Mrrc,
Scalextric, Ninco, Parma, Carrera, etc.), with or without electrodynamic
breaking.

* In-cable for power to track, independent for each lane (two power supplies)
or common (one power supplier)

¢ Out-power supply to track by means of two banana connections, easy
infout driving directions.

Controller
Controller
lane 2

To Track x A < > To Track

lane 1

Z2)

o "\“ - p /
To lane 1 - /
power supplier

To lane 2
power supplier



TRACK CONTROL BOXES

Ref. DS-0021

STOP & GO BOX

Professional box for quick and easy connection of controllers and power
suppliers.

TECHNICAL DATA:

¢ Cable with valid switch to all DS lap counters.

e Controller connection is made by means of the international system of 3
coloured bananas. The easiest and standard way.

» These boxes are valid for any kind of controller existing on the market (Mrrc,
Scalextric, Ninco, Parma, Carrera, etc.), with or without electrodynamic
breaking.

e Large red and green LED traffic lights to start the race.

* In-cable for power to track, independent for each lane (two power supplies)
or common (one power supplier)

e Out-power supply to track by means of two banana connections, easy

plug infout driving directions.

e Start and stop control, working directly on the track’s power supply, power
on when starting or power off when finishing the race.

ATTENTION! It does not work without switching to a DS lap counter. We
recommend purchasing the trackpower wiring set - reference DS-0053.

PRO

SERIES
TECHNICAL DATA:

o With the same features as DS-0021, but with two releé (one for each track
lane) for individual lane control.
¢ Only works if connected to DS-200 PRO, DS-300 PRO.

Ref. DS-0061

PRO STOP & GO BOX

Professional box for the quick and easy connection
of controllers and power suppliers.

Controller Controller

To lane 1 To DS lap counter/ ;

power supplier ’/
To lane 2

power supplier

COMPATIBILITY CHART DS-300 / DS-030 / STOP&GO

DS-0061
PRO Stop&Go

DS-300
Unit 1-2

DS-300
Secondaries U.

DS-0021
Stop&Go

DS-0061
PRO Stop&Go



CARD CONTROL

Ref. DS-0063

DS CARD CONTROL READER/WRITER

Rt A complete control system by means of DS credit cards, together with the

DS CARD CONTROL READER software included gives total control.

A complete set of control by means of a card with “chip”, it can be used for
the control of club tracks, tracks for renting... TECHNICAL DATA: .
e Reads and writes on DS credit cards.

TECHNICAL DATA: ¢ PC is used for the programming and control of cards.
: ¢ Allows lane control by the track owner.

eAllows power supply to track when the card is valid and has credit. . )
¢ Special software settings for the owner.

*LCD for th ding of needed inf ti ing, left credit
etc) screen for the reading of needed information [programming, left credit, -Allows 4 different categories of customer at the same time.

« Allows programming in different currencies. -We can save the_customgr's photograph through the webcam.
« Direct connection to track control box “PRO Stop & Go Box” (ref. DS-0061). -Allows setting ldlfferent time zones 24.hours a day 7 days per week.
e Presented in stainless steel box. -Each lane has independent consumption control.
-Programmable cards.

- Timing control.

-Allows card blocking.

* Professional control of club membership fee or race entry fee.
¢ Easy working.

¢ Allows consumption control by means of card configuration.

¢ Needs of DS-Rent software for working.

¢ Presented in stainless steel box.

PRO

SERIES




TRACK CONTROL BOXES

Ref. DS-0064

CREDIT CARDS

Ten recordable credit card units, which can be personalised for the use of
costumer card or can be used for the configuration of the readers (ref. DS- C " i
0062). } e i == e

Ref. DS-0088

PERSONALISED CREDIT CARDS

Credit car personalising with your logo, address, advertising... Minimum order
of 100 cards. There is the possibility of personalising with multiple colours.

(MODEL SLOT..)










Ref. DS-0110 Ref. DS-0112

Special for rallyslot or raid multi track
simoultaneous race Specially

Specially DS designed converter for designed emissor unit for multi track
modern Computer USB plug, allows races, like Rallyslot, and send all data

to connect DS 200, 300 and = ) from all track to your race control for

INTERFACE computers to a PC for | '{ live timing.

WINSLOT software use. We improve =y - '
the system unit adding a DS wireless d 3
system, so it is also possible to receive Ref. DS-0113

your race data to your PC by protected
DS 2.4Ghz wireless net. To work is

needed a receiver unit (DS-0115 or Do your motors or cars tests and send

DS-0111). the data wireless to your PC for live
or further analysis. z n
"
Ref. DS-0111 Ref. DS-0115

Receive your DS-300 or DS-Interace race data in you
PC for WINSLOT use. Needs DS-0110 unit to work.

Move the tower to your events or hang
it everywhere, your race data will
always displayed without the need of
any wire.

Ref. DS-0116

Receive your DS-200 race data in you PC

- for RALLY+ use. Needs DS-0112 unit to work.
72




Ref. DS-0018

“V” WIRE FOR TWO SENSORS
For the assembling of two sensors to
the same lap counter.

It is used for time section timing
between two sensors or partial timing
(motor and car test).

Ref. DS-0019
STANDARD POWER
SUPPLY WIRE

To be used together with another
supplier in any DS lap counter.

Ref. DS-0023
BICOLOUR WIRE
FOR TRACK POWER

10 metres of bicolour black/red wire
of T mm. of section.

Ref. DS-0025
4 mm @ BANANA PLUGS

Two 4 mm. @ banana plugs: red and
black colours, for controller
connection.

ACCESSORIES

|

-

Ref. DS-0052
RS-323C WIRE,
DS CONNECTION TO PC

1.80 meters of wire to connect the DS
lap counter to PC (9 pin for COM port).

Ref. DS-0086
RS-232C WIRE,
DS CONNECTION TO PC

3 meters of wire to connect the DS
lap counter to PC (9 pin for COM port).

Ref. DS-0087
RS-232C WIRE,
DS CONNECTION TO PC

10 meters of wire to connect the DS
lap counter to PC (9 pin for COM port).

Ref. DS-0131
RS-232 TO USB CONVERSOR




Ref. DS-0053

5 metres of bicolour red/black
wire of 1 mm. of section and 4 mm. ""
@ (2 black and 2 red) banana plugs

T ]

for installation and connections.
Jiil

Ref. DS-0070

Four metres of especial wire for
infrared bridge with connectors.

Ref. DS-0094 Ref. DS-0071

Four metres of szzpecial wire for Stop
Allow to use Pro Stop&Go controller & Go boxes with connectors. Also
boxes with DS -INTERFACE lap counting works with the PRO series.

system.

Ref. DS-0092

Set of clips with special desing that
helps Carrera-Exclusiv power current
supply. 6 units.

Ref. DS-0093

50 units.




ACCESSORIES

Ref. DS-0120 Ref. DS-0122
EXTENSION WIRE FOR SCX EXTENSION POWER WIRE
2.5m meter long to keep the power CARRERA

stable on long tracks. Carrera plastic tracks system needs

large quality of power units, is needed
each 5 m. lenght. DS offers a 2,5
meter long to keep the power stable.

Ref. DS-0121 Ref. DS-0124

EXTENSION POWER WIRE EXTENSION POWER WIRE
NINCO / SPORT FROM 4MM. BANANAS TO
2.5m meter long to keep the power SCX TRACK CONNECTION

stable on long tracks. Connection clip 1.5m meter long to plug new Ds-5001
valid to be used on different track computer to SCX track system.

systems.
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Ref. DS-0125
LIGHTING KIT WITH 3V BATTERY.

Ref. DS-0126
UNIVERSAL LIGHTING KIT WITH PER-
MANENT FRONT AND REAR LIGHTS.

Ref. DS-0127

UNIVERSAL LIGHTING KIT WITH PER-
MANENT FRONT AND WORKING BRA-
KING REAR LIGHTS.

ACCESSORIES
ELECTRONICS ACCESSORIES - WIRES, TRACK CONNECTIONS

Ref. DS-0099
RED LED

Break 3mm.

Ref. DS-0100
BLUE XENON LED

Front 3mm.

Ref. DS-0101
WHITE XENON LED

Front 3mm.

Ref. DS-0102
YELLOW XENON LED

Front 3mm.

Ref. DS-0130
BATTERY FOR LIGHTS KIT DS-0125.









220 V. (with DS-0051 10 V. / 3 Amp. DC transformer)

(Lane 1)

(Lane 2)

[Lane 1) ———

“_ane 2] ——




CONNECTION DIAGRAMS

Power supply X - Power supply

STOP & GO BOX
o PRO STOP & GO BOX




220 V. (with DS-0051 10 V. / 3 Amp. DC transformer)

(Lane 1)

(Lane 2)

(Lane 1)

(Lane 2) ss—

“V” WIRE (DS-0018)

DRAGSTER BOX " sragsrergor |



Power supply

CONNECTION DIAGRAMS

Power supply

SENSORS




220 V. (with DS-0051 10 V. / 3 Amp. DC transformer)

DS CARD CONTROL
(One “DS CARD Control” for each lane)

Power supply

Power supply

+

STOP& 60 BOX

STOP & GO BOX
o PRO STOP & GO BOX

e —
TRACK LANE1 | | TRACK LANE 2 |




(Lane 1)

(Lane 2)

(Lane 3)

(Lane 4)

(Lane 5)

(Lane 6)

(Lane 7)

(Lane 8)

CONNECTION DIAGRAMS

STOP & GO BOX
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220 V. (with DS-0051 10 V. / 3 Amp. DC transformer)

o (Lane 1)
M]
. -
DS CARD CONTROL
N (Lane 2)

(Lane 1)

(Lane 2)  s—

“V” WIRE (DS-0018)




CONNECTION DIAGRAMS

Power supply

SENSORS

TRACK

— — — — — — T —-
H
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LOCAL NET OR INTERNET LIVE RACE RESULT & HOSTING

LIVE “RALLY-SLOT +” WEB SERVER

Overall Classification

Detalls for all sections

LivERag,
o D5y B SERVER

Select driver
[one or multiple]  * Graphic details *

LIVE “WINSLOT” WEB SERVER







IBB AUTO RACING, S.L.

Auto La Masia, 28
Racing 08711 Odena (Barcelona) - Spain
Tel. +34 93 803 08 80

Fax +34 93 805 50 57

e-mail: info@ibbautoracing.com
web: www.ibbautoracing.com

SCALEXTRIC is a trademark from Hornby Hobbies Ltd.
NINCO is a trademark of Ninco Desarrollos, SL

SLOT.IT is a trademark of Galileo Engineering SRL
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