FORD MK IV Equipments

Chassis
Motor support
Motor

Pinion

Crown
Bushing
Axles

Hubs

Tires

Plastic insert
Screw

Magnet

Guide

Guide Spacers
Braids

Cable
Suspension Kit

Dimensions:
Width

Lenght
Height

STANDARD

OPTIONAL

1322 Medium black

1321 Soft blue - 1323 Hard white

1224 Sidewinder narrowed black

3004 Shark 20.400 rpm

3001 (22k) - 3002 (30k) - 3003 (25k) - 3005 (40k)

6911 Sidewinder 11 tooth

6910 - 6912 - 6913 tooth

6032 Sidewinder 32 tooth

6030 - 31-32-33-34-35-36-37 tooth

4803 Autolubricant 3/32

4801 Hard Steel 60hrc - 50mm

5001 Front 16"
5002 Rear 16” Air system

5015 Rear @ 16 Ultimate Drilled Air system
5016 Rear Larger @ 16 Ultimate Air system

5233 Front 20x8.5 no-friction
5236 Rear 21x10 Supergrip

5232 Front 18x8.5 no-friction
5237 Rear 21x10 Ultragrip

5433 Grey

4833 2,2%6,5 mm

4836 Metric screw 2,2x8 -4839 Metric screw 2,2x6,5

4827 Round 8x4

4828 Round 8x5

4841 Low profile no-friction

4843 Longer blade - 4844 Longer w/screw

4818 (0,1mm) - 4819 (0,2mm) - 4820 (0,5mm)

4822 Super Racing

4823 Extra flexible 0.25gmm

1209 Soft - 1210 Medium - 1211 Hard

60mm
137mm
30mm

Total weight 69g.
Body weight 18g.
Wheelbase 75,1mm

Rear axle/guide distance 94,7mm.




